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(2) There is any tearing, 
(3) The flag does not retain its bright 

red/orange color, 
(4) The disc and square images no 

longer meet the requirements of 
§ 160.072–3(a)(3) or, 

(5) There is any visible rot over more 
than 3% of the flag’s surface. 

§ 160.072–7 Manufacturer certification 
and labeling. 

(a) Each distress flag intended as a 
Day Visual Distress Signal required by 
33 CFR Part 175 must be certified by 
the manufacturer as complying with 
the requirements of this subpart. 

(b) Each distress flag must be legibly 
and indelibly marked with: 

(1) The manufacturer’s name; and 
(2) The following words— 
‘‘Day Visual Distress Signal for 

Boats. Complies with U.S. Coast Guard 
Requirements in 46 CFR 160.072. For 
Emergency Use Only’’. 

§ 160.072–09 Manufacturer notification. 
(a) Each manufacturer certifying 

flags in accordance with the specifica-
tions of this subpart must send written 
notice to the Commandant (G-MSE), 
U.S. Coast Guard, Washington, DC 
20591— 

(1) Within 30 days after first certi-
fying a flag, 

(2) Every five years as long as the 
manufacturer continues to produce 
flags, and 

(3) Each time the design or construc-
tion material of the flag changes. 

(b) [Reserved] 

[CGD 76–183a, 44 FR 73054, Dec. 17, 1979, as 
amended by CGD 88–070, 53 FR 34536, Sept. 7, 
1988; CGD 95–072, 60 FR 50467, Sept. 29, 1995; 
CGD 95–072, 60 FR 50467, Sept. 29, 1995; CGD 
96–041, 61 FR 50733, Sept. 27, 1996] 

Subpart 160.073—Float-Free Link 
or Life Floats and Buoyant Ap-
paratus 

SOURCE: CGD 79–167, 47 FR 41378, Sept. 20, 
1982, unless otherwise noted. 

§ 160.073–1 Scope. 
(a) This subpart contains require-

ments for a float-free link used for con-
necting a life float or buoyant appa-
ratus painter to a vessel. The float-free 
link is designed to be broken by the 

buoyant force of the life float or buoy-
ant apparatus so that the float or appa-
ratus breaks free of a vessel that sinks 
in water deeper than the length of the 
painter. 

(b) [Reserved] 

§ 160.073–5 Certification. 

(a) The float-free link is not approved 
by the Coast Guard. The manufacturer 
of the link must certify that it meets 
all of the requirements of this subpart 
by application of the markings re-
quired in § 160.073–20. 

(b) If the manufacturer wants the 
link to be listed in the Coast Guard 
publication COMDTINST M16714.3 (Se-
ries), ‘‘Equipment Lists,’’ the manufac-
turer must send a letter requesting the 
listing to Commandant (G-MSE), U.S. 
Coast Guard, Washington, DC 20593– 
0001. 

[CGD 79–167, 47 FR 41378, Sept. 20, 1982, as 
amended by CGD 88–070, 53 FR 34536, Sept. 7, 
1988; CGD 95–072, 60 FR 50467, Sept. 29, 1995; 
CGD 96–041, 61 FR 50733, Sept. 27, 1996] 

§ 160.073–10 Construction and per-
formance. 

(a) The link must be constructed es-
sentially as shown in figure 160.073–10. 
The link must be formed from a single 
salt water corrosion-resistant wire. A 
loop at least 50 mm (2 in.) in diameter 
must be provided at each end of the 
wire. Each loop must be permanently 
secured. 

(b) The breaking strength of each 
link must be between: 

(1) 450 N (100 lb.) and 600 N (134 lb.) for 
links intended for life floats and buoy-
ant apparatus of 10 persons and less ca-
pacity. 

(2) 900 N (200 lb.) and 1200 N (268 lb.) 
for links intended for life floats and 
buoyant apparatus of 11 to 20 persons 
capacity. 

(3) 1800 N (400 lb.) and 2400 N (536 lb.) 
for links intended for life floats and 
buoyant apparatus of 21 persons and 
more capacity. 
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§ 160.073–15 Tests. 
(a) The manufacturer shall perform a 

tensile test on the first three links 
made from a particular spool of wire. 
The test must be done by slowly load-
ing the link until it breaks. The link 
must break between the limits speci-
fied in § 160.073–10(b). The break must 
occur in the length of wire at or be-
tween the points where the loops are 
secured (see Figure 160.073–10). 

(b) If each of the three links passes 
the test, each link constructed in the 
same manner from the same spool of 
wire may be certified by the manufac-
turer as meeting the requirements of 
this subpart. 

(c) If one or more of the three links 
fails the test, no link manufactured in 
the same manner and from the same 
spool of wire as the test links may be 
certified as meeting the requirements 
of this subpart. 

§ 160.073–20 Marking. 
(a) Each link certified by the manu-

facturer to meet the requirements of 
this subpart must have a corrosion re-
sistant, waterproof tag attached to it 
that has the following information on 
it (the manufacturer must make the 
appropriate entries in the indicated 
space): 

FLOAT-FREE LINK FOR LIFE FLOATS 
AND BUOYANT APPARATUS 

Of (10 or less) (11 to 20) (21 or more) persons ca-
pacity. 

Normal breaking strength 
llllllllll. 

Meets U.S. coast guard 
Requirements—46 CFR 160.073. 
Made by: (name and address) 

lllllllllllllllllllllll 

(Date) llllllllllllll 

(b) [Reserved] 

Subpart 160.076—Inflatable Rec-
reational Personal Flotation 
Devices 

SOURCE: CGD 94–110, 60 FR 32848, June 23, 
1995, unless otherwise noted. 

§ 160.076–1 Scope. 

(a) This subpart contains structural 
and performance standards for ap-
proval of inflatable recreational per-
sonal flotation devices (PFDs), as well 
as requirements for production follow- 
up inspections, associated manuals, in-
formation pamphlets, and markings. 

(b) Inflatable PFDs approved under 
this subpart— 

(1) Rely entirely upon inflation for 
buoyancy; and 

(2) Are approved for use by adults 
only. 

§ 160.076–3 Applicability. 

Inflatable PFDs approved under this 
subpart may be used to meet the car-
riage requirements of 33 CFR 175.15 and 
175.17 on the following types of vessels 
only: 

(a) Recreational vessels. 
(b) Uninspected recreational sub-

mersible vessels. 

§ 160.076–5 Definitions. 

As used in this part: 
Commandant means the Chief of the 

Lifesaving and Fire Safety Standards 
Division, Marine Safety and Environ-
mental Protection. Address: Com-
mandant (G-PSE–4), U.S. Coast Guard 
Headquarters, 2100 Second St., SW., 
Washington, DC 20593–0001; phone: 202– 
372–1392; facsimile: 202–372–1924. 

Conditional approval means a cat-
egory of PFD which has condition(s) on 
its approval with which the user must 
comply in order for the PFD to be 
counted toward meeting the carriage 
requirements of the vessel being used. 
All conditionally approved PFDs are 
designated Approval Type V. 

First quality workmanship means con-
struction which is free from any defect 
materially affecting appearance or 
serviceability. 
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